
 

TV-SAT MULTISTIKALA, MULTI OJA � EVALNIKI IN DELILNIKI SIGNALA 
 

MPC cene �e vsebujejo DDV  
 
 

 

Zaklju � ni upor (F, DC block, 75 ohm)  
 

RF inputs/outputs of SS-5xx taps and multiswitches 
 
 
 
 

0.45 EUR  
 

5/4 Multistikalo Signal MP-0504 (prizemna TV)  
 

Name MP-0504 Signal 

Frequency range 47-2150 MHz 

Number of inputs 4 SAT (LNB...) + 1 TV 
(TERR.) 

Number of outputs 4 (REC...) 

SAT 2 dB 
Gain 

TV 5 dB 

TV ±2 dB 
Linearity 

SAT ±2 dB 

Between H/V polarizations 28 dB 

TV/SAT 28 dB 
Between inputs 

SAT/SAT 30 dB 
Isolation 

Between outputs 30 dB 

TV input 10 dB 

SAT inputs 11 dB Return loss 

Outputs 10 dB 

SAT: EN50083-3 101 dBµV 
Max output level 

TV: EN50083-5 85 dBµV 

Switching commands 13 V, 18 V 

Switching threshold voltage 15±0.5 V 

Total LNB current Max 600 mA 

Supplying voltage 90-240 VAC; 40-60 Hz 

Dimensions  255x120x70 mm 

 
35.00 EUR  

 
5/8 Multistikalo Signal MP-0508 (prizemna TV)  

 

Name MP-0508 Signal 

Frequency range 47-2150 MHz 

Number of inputs 4 SAT (LNB...) + 1 TV (TERR.) 

Number of outputs 8 (REC...) 

SAT  2 dB 
Gain 

TV  2 dB 

TV ±2 dB 
Linearity 

SAT ±2 dB 

Between H/V polarizations 28 dB 

TV/SAT 28 dB 
Between inputs 

SAT/SAT 30 dB 
Isolation 

Between outputs 30 dB 



TV input 10 dB 

SAT inputs 11 dB Return loss 

Outputs 10 dB 

SAT: EN50083-3 101 dBµV 
Max output level 

TV: EN50083-5 85 dBµV 

Switching commands 13 V, 18 V 

Switching threshold voltage 15±0.5 V 

Total LNB current Max 600mA 

Supplying voltage 90-240 VAC; 40-60 Hz 

Dimensions  365x120x70 mm 

 
52.50 EUR  

 
5/12 Multistikalo Signal MP-0512 ( prizemna TV)  

 

Name MP-0512 Signal 

Frequency range 47-2150 MHz 

Number of inputs 4 SAT (LNB...)+ 1 TV (TERR.) 

Number of outputs 12 (REC...) 

SAT 2 dB 
Gain 

TV 2 dB 

TV ±2 dB 
Linearity 

SAT ±2 dB 

Between H/V polarizations 28 dB 

TV/SAT 28 dB 
Between inputs 

SAT/SAT 30 dB 
Isolation 

Between outputs 30 dB 

TV input 10 dB 

SAT inputs 11 dB Return loss 

Outputs 10 dB 

SAT: EN50083-3 101 dBµV 
Max output level 

TV: EN50083-5 85 dBµV 

Switching commands 13 V, 18 V 

Switching threshold voltage 15±0.5 V 

Total LNB current Max 600 mA 

Supplying voltage 90-240 VAC; 40-60 Hz 

Dimensions  465x120x70 mm 

 
62.50 EUR  

 
5/16 Multistikalo Signal MP-0516 ( prizemna TV)  

 

Name MP-0516 Signal 

Frequency range 47-2150 MHz 

Number of inputs 4 SAT (LNB...) + 1 TV (TERR.) 

Number of outputs 16 (REC...) 

SAT 2 dB 
Gain 

TV 2 dB 

TV ±2 dB 
Linearity 

SAT ±2 dB 

Between H/V polarizations 28 dB Isolation 

Between inputs TV/SAT 28 dB 



SAT/SAT 30 dB 

Between outputs 30 dB 

TV input 10 dB 

SAT inputs 11 dB Return loss 

Outputs 10 dB 

SAT: EN50083-3 101 dBµV 
Max output level 

TV: EN50083-5 85 dBµV 

Switching commands 13 V, 18 V 

Switching threshold voltage 15±0.5 V 

Total LNB current Max 600 mA 

Supplying voltage 90-240 VAC; 40-60 Hz 

Dimensions   565x120x70 mm 

 
75.00 EUR  

 
9/4 Multistikalo Signal MP-0904 ( prizemna TV)  

 

Name MP-0804 Signal 

Frequency range 47-2150 MHz 

Number of inputs 8 SAT (LNB...) + 1 TV (TERR.) 

Number of outputs 4 (REC...) 

SAT Outputs 1-4 2 dB 
Gain 

TV Outputs 1-4 5 dB 

TV ±2 dB 
Linearity 

SAT ±2 dB 

Between H/V polarizations 28 dB 

TV/SAT 28 dB 
Between inputs 

SAT/SAT 30 dB 
Isolation 

Between outputs 30 dB 

TV input 10 dB 

SAT inputs 11 dB Return loss 

Outputs 10 dB 

SAT: EN50083-3 101 dBµV Max output 
level 

TV: EN50083-5 85 dBµV 

Switching commands 13 V, 18 V 

Switching threshold voltage 15±0.5 V 

Total LNB current Max 600 mA 

Supplying voltage 90-240 VAC; 40-60 Hz 

Dimensions   255x120x70 mm 

 
57.50 EUR  

 
9/8 Multistikalo Signal MP-0908 ( prizemna TV)   

 

Name MP-0808 Signal 

Frequency range 47-2150 MHz 

Number of inputs 8 SAT (LNB...) + 1 TV (TERR.) 

Number of outputs 8 (REC...) 

SAT 2 dB 
Gain 

TV 5 dB 

TV ±2 dB 
Linearity 

SAT ±2 dB 



Between H/V polarizations 28 dB 

TV/SAT 28 dB 
Between inputs 

SAT/SAT 30 dB 
Isolation 

Between outputs 30 dB 

TV input 10 dB 

SAT inputs 11 dB Return loss 

Outputs 10 dB 

SAT: EN50083-3 101 dBµV 
Max output level 

TV: EN50083-5 85 dBµV 

Switching commands 13 V, 18 V 

Switching threshold voltage 15±0.5 V 

Total LNB current Max 600 mA 

Supplying voltage 90-240 VAC; 40-60 Hz 

Dimensions   365x120x70 mm 

 
70.00 EUR  

 
9/12 Multistikalo Signal MP-0912 (prizemna TV)  

 

Name MP-0812 Signal 

Frequency range 47-2150 MHz 

Number of inputs 8 SAT (LNB...) + 1 TV (TERR.) 

Number of outputs 12 (REC...) 

SAT 2 dB 
Gain 

TV 2 dB 

TV ±2 dB 
Linearity 

SAT ±2 dB 

Between H/V polarizations 28 dB 

TV/SAT 28 dB 
Between inputs 

SAT/SAT 30 dB 
Isolation 

Between outputs 30 dB 

TV input 10 dB 

SAT inputs 11 dB Return loss 

Outputs 10 dB 

SAT: EN50083-3 101 dBµV 
Max output level 

TV: EN50083-5 85 dBµV 

Switching commands 13 V, 18 V 

Switching threshold voltage 15±0.5 V 

Total LNB current Max 600 mA 

Supplying voltage 90-240 VAC; 40-60 Hz 

Dimensions   465x120x70 mm 

 
82.50 EUR  

 
9/16 Multistikalo Signal MP-0916 ( prizemna TV)  

 

Name MP-0816 Signal 

Frequency range 47-2150 MHz 

Number of inputs 8 SAT LNB...) + 1 TV (TERR.) 

Number of outputs 16 (REC...) 

SAT 2 dB 
Gain 

TV 2 dB 



TV ±2 dB 
Linearity 

SAT ±2 dB 

Between H/V polarizations 28 dB 

TV/SAT 28 dB 
Between inputs 

SAT/SAT 30 dB 
Isolation 

Between outputs 30 dB 

TV input 10 dB 

SAT inputs 11 dB Return loss 

Outputs 10 dB 

SAT: EN50083-3 101 dBµV Max output 
level 

TV: EN50083-5 85 dBµV 

Switching commands 13 V, 18 V 

Switching threshold voltage 15±0.5 V 

Total LNB current Max 600 mA 

Supplying voltage 90-240 VAC; 40-60 Hz 

Dimensions   565x120x70 mm 

 
105.00 EUR  

 
Usmernik napajanje za Multistikalo of Signal 17/xx Series  

 
Name Power supply for Signal multiswitches 
Output voltage VDC 15 
Max. current capacity  mA 2000 
Input voltage VAC/Hz 96-250/47-63 
Max. input current A 1.3 
Weight kg 0.43 
Dimensions (width/length/hight) mm 60x110x35 

 
20.50 EUR  

 
 Multistikalo Signal (17-VH, 4-IZH)  

 

Name   
Multiswitch 17/4 Signal 

Sat frequency range MHz 950-2150 
Terrestrial frequency range MHz 5-862 
Number of inputs   17  
Number of outputs   4 
Sat gain dB 2 
Terrestrial insertion loss dB 20 
Isolation between inputs dB 30 
Isolation between outputs dB 28 
Rejection (out of band) dB 26 
Return loss dB 10 
Sat output level dB 100@35dB IMA3 EN50083-3 
DC current consumption mA 50 
Max. current pass per path mA 500 
Dimensions mm 356x124x43 

 
120.00 EUR  

 
 Multistikalo Signal (17-VH, 6-IZH)  

 

Name   
Multiswitch 17/6 Signal 

Sat frequency range MHz 950-2150 
Terrestrial frequency range MHz 5-862 
Number of inputs   17  
Number of outputs   6 
Sat gain dB 2 
Terrestrial insertion loss dB 20 
Isolation between inputs dB 30 
Isolation between outputs dB 28 
Rejection (out of band) dB 26 
Return loss dB 10 
Sat output level dB 100@35dB IMA3 EN50083-3 
DC current consumption mA 50 
Max. current pass per path mA 500 
Dimensions mm 356x124x43 

 
135.00 EUR  

 



 Multistikalo Signal (17-VH, 16-IZH)  
 

Name   
Multiswitch 17/16 Signal 

Sat frequency range MHz 950-2150 
Terrestrial frequency range MHz 5-862 
Number of inputs   17  
Number of outputs   16 
Sat gain dB 3 
Terrestrial insertion loss dB 22 
Isolation between inputs dB 28 
Isolation between outputs dB 30 
Rejection (out of band) dB 26 
Return loss dB 13 
Sat output level dB 100@35dB IMA3 EN50083-3 
DC current consumption mA 50 
Max. current pass per path mA 500 
Dimensions mm 356x124x43 

 
260.00 EUR  

 
Oja� evalec SA 501 Terra za 5-VH Multistikalo  

 
Name SA-501 
Frequency range SAT IF (MHz) 950 - 2400 
  terrestrial TV (MHz) 47 - 862 
Gain SAT IF (dB) 7 - 22 
  terrestrial TV (dB)  0 - 17 
Cable suppression corr. SAT IF (dB) 8 
  terrestrial TV (dB) 0 - 15 
Separation SAT IF (dB) 30 
  terrestrial TV (dB) 30 
Max. output signal * SAT IF (dBuV) 110(IMD3)/98(IMD2) 
  terrestrial TV (dBuV)  114(IMD3) 
 LNB power supply ** V 14/18 
  current 0,3A for 14V, 0,7A for 18V 
Power requirement LNB not powered 230V/ 50 Hz / 6VA 
Working temperature oC -20 - + 50 
Dimensions mm 227x128x53 
Weight kg 0,73 

 
130.00 EUR  

 
 Oja� evalec SA 511 Terra za 5-VH Multistikalo  

 
Name SA-511 
Frequency range SAT IF (MHz) 950 - 2400 
  terrestr.TV (MHz) 47 - 862 
Gain SAT IF (dB) 7 - 22 
     terrestr.TV (dB)  0 - 17 
Cable suppression corr. SAT IF (dB) 8 
     terrestr.TV (dB) 0 - 15 
Separation SAT IF (dB) 30 
     terrestr.TV (dB) 30 
Max. output level * SAT IF (dBuV) 110(IMD3)/98(IMD2) 
     terrest.TV (dBuV)  114(IMD3) 
LNB power supply ** V - 
  mA - 
    (supplied from SA-501 via line) 
Working temperature oC -20 to + 50 
Dimensions mm 172x128x53 
Weight kg 0,45 

 
82.50 EUR  

 
SAT/TV Delilnik Terra SS-504  

 
 

Name 
SS-504  

satellite signal 0.95-2.3 GHz Frequency range 
terrestrial signal 5-862 MHz 
satellite signal 4 dB Split loss 
terrestrial signal 4 dB 

Separation between outputs >30 dB 
DC-transition current 2 A max. 
Working temperature -20ºC to 50ºC 
Dimensions 117x106x34 mm 
Weight 0.3 kg 

 
33.50 EUR  

 
SAT/TV TAP Terra SS-510  

 
Name SS-510  



satellite signal 0.95 - 2.3 GHz Frequency range 
terrestrial signal 5 - 862 MHz 
satellite signal 1.5 dB Through loss 
terrestrial signal 1.5 dB 
satellite signal 8-12 dB Tap loss 
terrestrial signal 10 dB 

Separation between outputs >30 dB 
DC-transition current 2 A max. 
Working temperature -20ºC to 50ºC 
Dimensions 117x106x34 mm 
Weight 0.3 kg 

 
33.50 EUR  

 
SAT/TV TAP Terra SS-515  

 
Name SS-515  
Code R70517 

satellite signal 0.95 - 2.3 GHz Frequency range 
terrestrial signal 5 - 862 MHz 
satellite signal 1.1 dB Through loss 
terrestrial signal 1.2 dB 
satellite signal 13-17 dB Tap loss 
terrestrial signal 15 dB 

Separation between outputs >30 dB 
DC-transition current 2 A max 
Operating temperature -20 to +50 deg C 
Dimensions 117x106x34 mm 
Weight 0.3 kg 

 
35.00 EUR  

 
SAT/TV TAP Terra SS-520  

 
Name SS-520  

satellite signal 0.95 - 2,3 GHz Frequency range  
terrestrial signal 5 - 862 MHz 
satellite siganal 0.7 dB Through loss 
terrestrial signal 1 dB 
satellite signal 18-22 dB Tap loss 
terrestrial signal 20 dB 

Isolation between outputs >30 dB 
DC-transition current 2 A max. 
Operating temperature -20 to + 50 deg C 
Dimensions 117x106x34 mm 
Weight 0.3 kg 

  
35.00 EUR  

 
TV/SAT Delilnik Terra SSQ-508 (5-VH, 20-IZH)  

 

Name 
SSQ-508  

Number of inputs  5 
Number of outputs  20 

SAT TV 0.95-2.3 GHz Frequency range 
Terr. TV 5-862 MHz 
SAT TV 8 dB Split loss 
Terr. TV 8 dB 

Isolation between outputs >30 dB 
DC pass current 2 A max 
Operation temperature -20 to +50 oC 
Dimensions 254x120x34 mm 
Weight 0.4 kg 

 
69.50 EUR  

 
TV/SAT Delilnik Terra SS-904 (9-VH, 18-IZH)  

 
Name SS-904  
Number of inputs 9 
Number of outputs 18 

SAT TV 0.95-2.3 GHz Frequency range 
Terr. TV 5-862 MHz 
SAT TV 4 dB Split loss 
Terr. TV 4 dB 

Isolation between outputs >30 dB 
DC pass current 2 A max 
Operation temperature -20 to +50 oC 
Dimensions 120x120x51 mm 
Weight 0.4 kg 

 
77.50 EUR  

 
TV/SAT Tap Terra SS-910 (9-VH, 18-IZH, 10dB)  



  
Name SS-910  
Number of inputs 9 
Number of outputs 18 

SAT TV 0.95-2.3 GHz Frequency range 
Terr. TV 5-862 MHz 
SAT TV 1.7 dB Pass through attenuation 
Terr. TV 1.6 dB 
SAT TV 8-12 dB Tap attenuation 
Terr. TV 10 dB 

Isolation between outputs >30 dB 
DC pass current 2 A max 
Operation temperature -20 to + 50 oC 
Dimensions 120x120x51 mm 
Weight 0.4 kg 

 
77.50 EUR  

 
TV/SAT Tap Terra SS-915 (9-VH, 18-IZH, 15dB)  

Name SS-915  
Number of inputs 9 
Number of outputs 18 

SAT TV 0.95-2.3 GHz Frequency range 
Terr. TV 5-862 MHz 
SAT TV 1.2 dB Pass through attenuation 
Terr. TV 1.2 dB 
SAT TV 13-17 dB Tap attenuation 
Terr. TV 15 dB 

Isolation between outputs >30 dB 
DC pass current 2 A max 
Operation temperature -20 to + 50 oC 
Dimensions 120x120x51 mm 
Weight 0.4 kg 

 
82.75 EUR  

 
TV/SAT Tap Terra SS-920 (9-VH, 18-IZH, 20dB)  

 
Name SS-920  
Number of inputs 9 
Number of outputs 18 

SAT TV 0.95-2.3 GHz Frequency range 
Terr. TV 5-862 MHz 
SAT TV 0.9 dB Pass through attenuation 
Terr. TV 1 dB 
SAT TV 18-22 dB Tap attenuation 
Terr. TV 20 dB 

Isolation between outputs >30 dB 
DC pass current 2 A max 
Operation temperature -20 to + 50 oC 
Dimensions 120x120x51 mm 
Weight 0.4 kg 

 
83.00 EUR  

 
TV/SAT Delilnik Terra SSQ-908 (9-VH, 36-IZH)  

 
Name SSQ-908  
Number of inputs 9 
Number of outputs 18 

SAT TV 0.95-2.3 GHz Frequency range 
Terr. TV 5-862 MHz 
SAT TV 8 dB Splitter attenuation 
Terr. TV 8 dB 

Isolation between outputs >30 dB 
DC pass current 2 A max 
Operation temperature -20 to + 50 oC 
Dimensions 254x120x51 mm 
Weight 0.8 kg 

 
137.50 EUR  

 
Cascadable Multistikalo Terra MS-553 (5-VH, 4-IZH)  

 
Name MS553 
IF frequency range 0.95-2.3GHz 
TV frequency range 5-862MHz 
IF tap gain 2dB 
TV tap gain -19dB 
Output level IMD>30dB 102dBuV 
Sat inputs decoupling >30dB 
Sat outputs decoupling >30dB 
Terrestrial outputs decoupling >30dB 
Sat through attenuation 2.5dB 
Terrestrial through attenuation 3.5dB 
Power consumption from receiver <35mA 
Control signals V/Lo H/Lo 11.5-14.5V/0kHz 16.5-19V/0kHz 



V/Hi H/Hi 11.5-14.5V/22kHz 16.5-19V/22kHz 
External power supply +12V to +18V/300mA 
Working temperature -20 to +50 °C 
Dimensions 31x106x115 mm 
Weight 0.2 kg 

 
36.00 EUR  

 
 Multistikalo Terra MS-554 (5-VH, 4-IZH)  

 
Name MS-554 
Code R70554 
IF frequency range 0.95-2.3GHz 
TV frequency range 5-862MHz 
IF tap gain 2dB 
TV tap gain -19dB 
Output level IMD>30dB 102dBuV 
Sat inputs decoupling >30dB 
Sat outputs decoupling >30dB 
Terrestrial outputs decoupling >30dB 
Sat through attenuation - 
Terrestrial through attenuation - 
Power consumption from receiver <35mA 
Control signals V/Lo H/Lo 
V/Hi H/Hi 

11.5-14.5V/0kHz 16.5-19V/0kHz 
11.5-14.5V/22kHz 16.5-19V/22kHz 

Ext. power supply (through "F" con.) +18V/300mA e.g. R71465 
Working temperature -20 to +50 °C 
Dimensions 31x97x115 mm 
Weight 0.17 kg 

 
36.00 EUR  

 
5/4 Multistikalo Terra MSR-504 (active terrestrial path)  

 

      
 

62.50 EUR  
 

5/8 Multistikalo Terra MSR-508 (active terrestrial path)  
90.00 EUR  

 
 Multistikalo Terra MSR-512 (5-VH, 12-IZH; terrestri al TV amplifier)  

112.50 EUR  
 

5/16 Multistikalo Terra MSR-516 (active terrestrial  path)  
 

 

 
MSR504 

 
MSR508 

 
MSR512 

 
MSR516 

Number of outputs 4 8 12 16 

satellite signal 
0.95-2.4 GHz 

Frequency range 
terrestrial signal 4-862 MHz 

Outputs 1-4 1...4 dB 
Outputs 5-8 - -1 dB 
Outputs 9-12 - -3...-2 dB 

satellite signal 

Outputs 13-16 - -5 dB 
Outputs 1-4 -7...-3 dB 
Outputs 5-8 - -8 ...-5 dB 
Outputs 9-12 - -9...-7 dB 

Gain  

TV signal  

Outputs 13-16 - -10...-9 dB 
Maximum output level for satellite signal (IMD3= 35 dB) 92 dBuV 

Outputs 1-4 91 dBuV 91 dBuV 91 dBuV 91 dBuV 
Outputs 5-8 - 88 dBuV 88 dBuV 88 dBuV 
Outputs 9-12 - - 86 dBuV 86 dBuV 

Maximum output level for terrestrial TV 

Outputs 13-16 - - - 83 dBuV 
Satellite input >30dB 
Satellite output >30dB 

Terr/SAT >=30dB Separation between inputs 
SAT/Ter >=40dB 



Output voltages H/Lo, H/Hi: 18V; V/Lo, V/Hi: 14V, terrestrial TV: 12V 
Total <0.8A Maximum current 
14V/12V <0.5A 

Current consumption (from receiver's input) <80mA 
V/Lo. H/Lo 11.5-14.5V/0kHz, 16.5-19V/0kHz Control signals 
V/Hi. H/Hi 11.5-14.5V/22kHz, 16.5-19V/22kHz 

Working temperature -20oC to +50oC 
Size [mm] 200x128x53 230x128x53 270x128x53 310x128x53 
Weight [kg] 0.68 0.78 0.88 0.98 

 
135.00 EUR  

 
 Multistikalo Terra MSR-524 (5-VH, 24-IZH, prizemni TV oja � evalec)  

 

   
260.00 EUR  

 
 Multistikalo Terra MSR-532 (5-VH, 32-IZH, prizemni TV oja � evalec)  

 
Name MSR524 MSR532 
Number of inputs 5 
Number of outputs  24 32 

SAT TV GHz 0.95-2.4  Frequency range 
Terr. TV MHz 47-862  

Outputs 1-8 dB 1...2 
Outputs 9-16 dB -1...-1 
Outputs 17-24 dB -3...-4 

SAT TV 

Outputs 25-32 dB - -5...-7 
Outputs 1-8 dB -7...-10 
Outputs 9-16 dB -8...-12 
Outputs 17-24 dB -9...-14 

Gain (incl. pre-
correction) 

Terr. TV  

Outputs 25-32 dB - -10...-16 
Maximum output level (SAT, IMD3=35dB) dBuV 93 

Outputs 1-8 dBuV 91 
Outputs 9-16 dBuV 88 
Outputs 17-24 dBuV 86 

Maximum output level (terr. 
TV, DIN=45004B) 

Outputs 25-32 dBuV - 83 
Isolation between inputs (SAT) dB >30 
Isolation between outputs dB >30 

Terr/SAT dB >=30 Isolation between inputs 
SAT/Ter dB >=40 

Voltages at outputs V H/Lo. H/Hi -18    V/Lo,V/Hi -14    Terr. - 12 
LNB + preamplifier A <0.7 Maximum current consumption 
LNB A <0.5 

Current consumption (from receiver's input) mA <160 
Control signals V, kHz  14/18, 0/22  
Power V/ kHz/W 230/50/2.5 
Operation temperature oC -20 to +50 
Dimensions mm  310x126x53 350x126x53 
Weight kg 1 1.2 

 
320.00 EUR  

 
 Multistikalo Terra MSV-504 (5-VH, 4-IZH) z IF gain nastavitvijo 

         
 
 

55.50 EUR  
 

 Multistikalo Terra MSV-508 (5-VH, 8-IZH) z IF gain nastavitvijo 
85.00 EUR  

 
Multistikalo Terra MSV-512 (5-VH, 12-IZH) z IF gain  nastavitvijo  

108.00UR  
 

 Multistikalo Terra MSV-516 (5-VH, 16-IZH) z IF gain  nastavitvijo  



 
Name MSV-504 MSV-508 MSV-512 MSV-516  
Number of outputs 4 8 12 16 

SAT TV 0.95 - 2.4 GHz Frequency range 
Terrestrial TV 4 - 862 MHz 

outputs 1-4 6.5-14 dB 
outputs 5-8 - 5-11 dB 
outputs 9-12 - - 3.5-8 dB 

SAT TV 

outputs 13-16 - - - 2-5 dB 
outputs 1-4 5-10 dB 
outputs 5-8 - 4-8 dB 
outputs 9-12 - - 3-6 dB 

 

Gain 

Terr. TV 

outputs 13-16 - - - 2-4 dB 
SAT TV (simultaneously for both bands)  10 dB Gain adjustment 
Terr. TV 17 dB 

Maximum output level (SAT, IMD3=35dB) 93 dBuV 
outputs 1-4 91 dBuV 91 dBuV 91 dBuV 91dBuV 
outputs  5-8 - 89 dBuV 89 dBuV 89 dBuV 
outputs 9-12 - - 87 dBuV 87 dBuV 

Maximum output level (terr. 
TV, DIN=45004B) 

outputs  9-12 - - - 85 dBuV 
Isolation between inputs (SAT) >30 dB 

SAT TV >30 dB Isolation between 
outputs Terr. TV >30 dB 
Current consumption (from receiver's input) <180 mA 
Maximum load of H line and external power supply +12 V to 18 V / 80 mA 

V/Lo, H/Lo 11.5-14.5 V / 0 kHz,  
16.5-19 V / 0 kHz 

Control signals 

V/Hi, H/Hi 11.5-14.5 V/ 22 kHz,  
16.5-19 V/ 22 kHz 

Operation temperature -20 to +50 °C 
Dimensions 130x128x53 mm 170x128 

x53 mm 
210x128 
x53 mm 

250x128x53 mm 

Weight 0.45 kg 0.55 kg 0.65 kg 0.75 kg 

 
140.00 EUR  

 
 Multistikalo Terra MSV-524 (5-VH, 24-IZH) z IF gain  nastavitvijo  

 

  
 

250.25 EUR  
 

 Multistikalo Terra MSV-532 (5-VH, 32-IZH) z IF gain  nastavitvijo  
 
Name MSV-524 MSV-532 
Number of outputs 24 32 

SAT TV 0.95 - 2.4 GHz Frequency range 
Terr. TV 4 - 862 MHz 

outputs 1-8 6.5-14dB 
outputs 9-16 5-11dB 
outputs 17-24 3.5-8dB 

SAT TV 

outputs 25-32 - 2-5dB 
outputs 1-8 5-10dB 
outputs 9-16 4-8dB 
outputs 17-24 3-6dB 

 

Gain 

Terr. TV 

outputs 25-32 - 2-4dB 
SAT TV 
(simultaneously for both bands)  

10dB Gain adjustment 

Terr. TV  17dB 
Maximum output level (SAT, IMD3=35dB) 93dBuV 

outputs 1-8 93dBuV 
outputs 9-16 89dBuV 
outputs 17-24 87dBuV 

Maximum output level (terr. TV, DIN=45004B) 

outputs 25-32 - 85dBuV 
Isolation between inputs (SAT) >30dB 

SAT TV >30dB Isolation between outputs 
Terr. TV >30dB 

Current consumption (from receiver's input) <180mA 
Maximum load of H line and external power supply +12V to 18V/80mA 

V/Lo, H/Lo 11.5-14.5V/0kHz,  
16.5-19V/0kHz 

Control signals 

V/Hi, H/Hi 11.5-14.5V/22kHz,  
16.5-19V/22kHz 

Operation temperature -20 to +50 °C 
Dimensions 250x128 

x53 mm 
290x128 
x53 mm 

Weight 0.84kg 1kg 

 
320.00 EUR  

 
9/8 Multistikalo Terra MSR-908 (active terrestrial path)   



     
 

160.00 EUR  
 
9/12 Multistikalo Terra MSR-912 (active terrestrial  path)   

200.00 EUR  
 
9/16 Multistikalo Terra MSR-916 (active terrestrial  path)   
 
Name   MSR-908 MSR-912 MSR-916 
Number of outputs   8 12 16 

SAT TV MHz 950-2400 Frequency range 
Terrestrial TV  MHz 47-862 

Output 1-4 dB 7-12 
Output 5-8 dB 6-10 
Output 9-12 dB - 5-8 

Section 1 

(10dB adjustment) Output 13-16 dB - 4-6 
Output 1-4 dB 3-7 
Output 5-8 dB 2-5 
Output 9-12 dB - 1-3 

Gain (typical cable loss 
correction) 

Terr. TV path 

(20dB adjustment) Output 13-16 dB - 0-1 
Maximum output level - SAT IF (IMD3=35dB) dB 93 

Wyj� cia 1-4 dB 91 91 91 
Wyj� cia 5-8 dB 88 88 88 
Wyj� cia 9-12 dB - 86 86 

Maximum output level -  terrestrial TV path 
(DIN45004B) 

Wyj� cia 13-16 dB - - 83 
Isolation between SAT inputs dB >25 
Isolation between outputs dB >25 

TV/SAT dB >=24 Crosstalk attenuation 
SAT/TV dB >=45 

DC voltages at outputs V H/Lo, H/Hi: 18; V/Lo, V/Hi: 14; terr. TV 12 
total A <1 DC current consumption 
14V & 12V A <0.5 

Maximum current supplying terrestrial TV preamp. (at 12V) mA 100 
Current consumption (from receiver's input) mA <60 
Control signals   14/18V, 0/22kHz, Tone Burst or DiSEqC 2.0 
Power consumption W max 30 
Operating temperature C -20...+50 
Dimensions / weight mm/kg 244.5x128x53/0.9 284.5x128x53/1 324.5x128x53/1.1 

 
235.00 EUR  

 
9/24 Multistikalo TERRA MSR-924 (active terrestrial  path)  

 

  
 

335.00 EUR  
 

9/32 Multistikalo TERRA MSR-932 (active terrestrial  path)  
 
Name   MSR-924 MSR-932 
Code   R70824 R70832 
Number of inputs   9 9 
Number of outputs   24 32 

SAT TV MHz 950-2400 Frequency range 
Terrestrial TV MHz 47-862 

Output 1-8 dB 3...8 
Output 9-16 dB 2...6 
Output 17-24 dB 1...4 

Section 1 

(10dB adjustment) Output 25-32 dB - 0...2 
Output 1-8 dB -1...3 
Output 9-16 dB -2...1 
Output 17-24 dB -3...0 

Gain (typical pre-
correction) Terrestrial path 

(20dB adjustment) Output 25-32 dB - -4...-2 
Maximum output level for SAT IF (IMD3=35dB) dBuV 93 

Output 1-8 dB 91 
Output 9-16 dB 88 
Output 17-24 dB 86 

Maximum output level for terrestrial TV 
(DIN45004B) 

Output 25-32 dB - 83 
Isolation between SAT inputs dB >25 
Isolation between outputs dB >25 

TV/SAT dB >=24 Crosstalk attenuation 
SAT/TV dB >=45 

DC voltages at inputs V H/Lo, H/Hi: 18; V/Lo, V/Hi: 14; terr.: 12 
Current consumption total A <1 



14V & 12V A <0.5 
Maximum current from terr. TV input (for powering optional preamp. @ 
12V) 

mA 100 

Current consumption (from receiver's input) mA <60 
Control signals   14/18V, 0/22kHz, Tone Burst or DiSEqC 2.0 
Power V-Hz, W 230 - 50, max 4 
Operating temperature range C -20...+50 
Dimensions / weight mm/kg 284.5x128x53/1.1 324x128x53/1.3 

 
400.00 EUR  

 
9/8 Multistikalo TERRA MSV-908 (active terr. path, w/o power supply)  

 

   
 

157.50 EUR  
 

 Multistikalo Terra MSV-912 (9-VH/12-IZH, active ter restrial path, w/o power supply)  
190.00 EUR  

 
9/16 Multistikalo TERRA MSV-916 (active terrestrial  path)  

Name   MSV-908 MSV-912 MSV-916 
Code   R70858 R70862  R70866 
Number of outputs   8 12 16 

SAT TV MHz 950-2400 Frequency range 
Terr. TV MHz 47-862 

Outputs 1-4 dB 7-12 
Outputs 5-8 dB 6-10 
Outputs 9-12 dB - 5-8 

SAT 

Outputs 13-16 dB - 4-6 
Outputs 1-4 dB 3-7 
Outputs 5-8 dB 2-5 
Outputs 9-12 dB - 1-3 

Gain with typical 
pre-correction  

TV 

Outputs 13-16 dB - 0-1 
Synchronous gain adjustment of IF path dB  10  
Gain adjustment of terrestrial path dB  17  
Max. output level -  SAT IF (IMD3=35dB) dB 93 

Outputs 1-4 dB 92 92 92 
Outputs 5-8 dB 90 90 90 
Outputs 9-12 dB - 88 88 

Max. output level -   terrestrial TV  
(DIN45004B) 

Outputs 13-16 dB - - 86 
Isolation between SAT inputs dB >25 
Isolation between outputs dB >25 
Current consumption from receiver's input mA <160 
Powering through H lines or external power supply  V/mA max +12...+18/100  
Control signals   14/18V, 0/22kHz, Tone Burst or DiSEqC 2.0 
Operating temperature range oC -20...+50 
Dimensions / weight  mm/kg 170x128x53/0.58  210x128x53/0.68 250x128x53/0.78 

 
225.00 EUR  

 
9/24 Multistikalo TERRA MSV-924 (active terr. path,  w/o power supp.)  

375.00 EUR  
 

9/32 Multistikalo TERRA MSV-932 (active terr. path,  w/o power supp.)  
 
Name   MSR-924 MSR-932 
Number of inputs   9 9 
Number of outputs   24 32 

SAT TV MHz 950-2400 Frequency range 
Terr.TV MHz 47-862 

Output 1-8 dB 2...6 
Output 9-16 dB 1...4 
Output 17-24 dB 0...2 

SAT TV 

Output 25-32 dB - -1...0 
Output  1-8 dB -1...3 
Output 9-16 dB -2...1 
Output 17-24 dB -3...0 

Gain (typical cable 
loss correction) Terr. TV 

(20dB adjustment) Output  25-
32 

dB - -4...-2 

SAT TV dB 10 Gain adjustment 
Terr. TV path dB 17 

Maximum output level - SAT IF (IMD3=35dB) dBuV 93 
Output 1-8 dB 92 
Output  9-16 dB 90 

Maximum output level -  terrestrial TV path 
(DIN45004B) 

Output  17-
24 

dB 88 



Output  25-
32 

dB - 86 

Isolation between SAT inputs dB >25 
TV/SAT dB >=25 Crosstalk attenuation 
SAT/TV dB >=30 

Powering through H lines, from external power supply  +12...+18 V 100mA max 
Current consumption (from receiver's input) mA 170 (max) 

Control signals   14/18V, 0/22kHz, Tone Burst lub 
DiSEqC 2.0 

Operating temperature range oC -20...+50 
Dimensions mm/kg 284.5x128x53/0.9 291x128x53/1.04 

 
 

440.00 EUR  
 

Oja� evalec za 9-VH Multistikalo Terra SA-901  
 
Name SA-901 
Frequency range SAT IF (MHz) 950 - 2400 
  Terrestrial TV (MHz) 47 - 862 
Gain SAT IF (dB) 15 - 22 
  Terrestrial TV (dB) 17 
Cable attenuation compensation SAT IF (dB) 0-10 
  Terrestrial TV (dB) 0 - 20 
Separation SAT IF (dB) 30 
  Terrestrial TV (dB) 30 
Maximum output level SAT IF (dBuV) 106 (IMD3) 
  Terrestrial TV (dBuV) 114 (IMD3) 
LNB powering V 14/18 
Powering of external devices mA 0.6A @ 14V (LNBs),  

1A @ 18V (SA-911) 
Power parameters and consumption (without LNB current) 230V/50 Hz / 11VA 
Working temperature °C -20 to +50 
Dimensions mm 295x128x53 
Weight kg 1 

 
180.00 EUR  

 
Oja� evalec za 9-VH Multistikalo Terra SA-911  

 
Name SA-911 
Code R70911 
SAT IF range MHz 950 - 2400 
Terrestrial TV range MHz 47 - 862 
SAT path gain dB 15 - 22 
TV path gain dB 17 
Cable suppression correction (SAT) dB 7 
Cable suppression correction (TV) dB 0 - 15 
SAT/SAT isolation dB 30 
SAT/TV isolation dB 30 
Max. output level (SAT) dBuV 106(IMD3) 
Max. output level (TV) dBuV 114(IMD3) 
LNB power V - 
Powering through H lines A max 2  
Supplying voltage / power consumption V/W DC 9-18 / 7 
Operating temperature deg C -20 to + 50 
Dimensions mm 234x128x53 
Weight  kg 0.75 

 
145.50 EUR  

 
9-VH Cascadable Multistikalo TERRA MS-951  / MS-952 

 
Name MS951 
IF frequency range 0.95-2.3GHz 
TV frequency range 5-862MHz 
IF tap gain 3dB 
TV tap gain -19dB 
Output level IMD3=30dB 93dBuV 
Sat inputs decoupling >30dB 
Sat outputs decoupling >30dB 
Terrestrial outputs decoupling >30dB 
Sat through attenuation 3dB 
Terrestrial through attenuation 3.5dB 
Current consumption from receiver <60mA 
Control signals V/Lo H/Lo 
V/Hi H/Hi 

11.5-14.5V/0kHz 16.5-19V/0kHz 
11.5-14.5V/22kHz 16.5-19V/22kHz 

Satellite A/B – DiSEqC 2.0 
or Burst Tone  

Working temperature -20 to +50 °C 
Dimensions 199x106x34 mm 
Weight 0.4 kg 

 
63.75 EUR  

 
Stikalo-mode Power Suppy za multisw. Terra MS-554, 18V 800mA, F-con.  

 



 

Name Power supply 18V 800mA 

Input -230V 50Hz 0.1A 

Output +18V 0.8A 

Dimensions 75 x 50 x 65 mm 

Weight 0.18 kg 

 
 

20.00 EUR  
 

SAT in TV Oja � evalec (w. return path): Terra HSA-001R6  
 

Name Terra HSA-001R6 

Forward path  

SAT TV 950-2400 MHz 
Frequency range 

Terr. TV 87-862 MHz 

SAT TV 18-25 dB (with compensation) 
Gain 

Terr. TV 14-18 dB (with compensation) 

SAT TV 10 dB 
Gain adjustment 

Terr. TV 15 dB 

SAT TV > 10 dB up to 1750 MHz; linear 10-
7dB in 1750-2400 MHz band Return loss 

Terr. TV > 10 dB 

Max output level (IMD3=35 dB) SAT TV 115 dBuV 

Max output level (IMD3=60 dB) Terr. TV 110 dBuV 

DC power transmission 400 mA (max) 

Return path 

Frequency range 5-65 MHz 

Attenuation 4 dB 

Return loss > 14 dB 

Power 230 VAC / 50 Hz, 4W 

Operating temperature -20ºC ... +50ºC 

Dimensions / Weight 133 x 73 x 39 mm / 0.36 kg 

 
40.00 EUR  

 
Hotelski Oja � evalnik z Multistikalnim Sistemom SAT/TV  ALCAD AI- 414 

 

Name 
Apartment Amplifier AI-414 - ALCAD  

Number of outputs   4 
Frequency range   TV SAT 
  MHz 40-862 950-2150 
Gain dB 12 +/-1 25 +/1.5 
Gain adjustment dB 15 12 
Freq. gain correction dB - 10 
Output level  dBuV  91 DIN45004B 

 88 IMD3 -60dB 
108 IMD3 -35 

dB 
  dBuV  70 IMD2 -60dB 81 IMD2 -35dB 
  dBuV  75 CTB -60dB 

 65 CSO -60dB 
 74 XMOD -60dB 

  

Separation dB >=13 >=9 
Reflection suppression dB >=10 
Noise figure dB 6 +/-1 7.5 +/-1 
DC pass current mA - 0-400 
22 kHz transition     yes 

V 230 +/-10%, 50/60 Hz AC power 

VA 6.5 
Working temperature °C -10...+65 
Case protection index   IP 20 

 
42.50 EUR  


